User Handbook

Specifications:

Main Rotor Dia.: 630 mm Drive System: 380 SD Transmitter: WK-0701
Tail Rotor Dia.: 145 mm Battery: 11.1V 1200mAh Li-Po Gyro: WK-G011
Overall Length: 580 mm All-up Weight: 600g (Battery included) Receiver: RX-701

Speed Controller: WK-B20A
Servo: weight 9.1g / speed 0.12sec/60° (4.8V) / torque 1.1kg/cm (4.8V) / dimension 22.5X11.8X27mm
Rudd Servo: weight 6.4g / speed 0.085sec/60° (4.8V) / torque 0.8kg/cm (4.8V) / dimension 21.5X11.8X21.7mm

Features:

1) NOR collective pitch structure makes perfect 3D maneuvers such as roll, inverted, and swoop flights.

2) Integrated structure of main body is innovative and compact in design. The autorotation landing system, made
of high quality one-way bearing, maximally protects your helicopter from damage .

3) Tail blades driven by belt provide easy adjustment, stable flight, and low noise.

4) 380 motor as the main power is powerful and makes the flight much stable.
5) The flight time on 11.1V 1200mAh Li-PO battery pack will be 6 - 8 minutes, depending on the fight type.

6) A 7-channel transmitter (PCM701) can provide free adjustment of pitch (PIT) parameter, throttle curve and servo
exponential function.

100% READY-TO-FLY R/C HELICOPTER
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Introduction

Thank you for your purchase of our product. In order to enjoy all the benefits of your helicopter, we recommend you carefully read the entire
manual before you begin working with this model. After you have read the manual please store it in a safe place for future reference.

1. Walkera helicopters are not toys. They are a complex combination of electronics and mechanics which produce an aerodynamic rotorcraft.
All models require proper setup and exacting adjustments to avoid accidents. We accept no liability for damage and/or consequent damage
arising from the use or misuse of the products due to improper construction methods, use or operation, It is your responsibility to operate
this highly advanced model in a safe manner.

2. When charging the battery, do not overcharge. Overcharging may result in fire or explosion. When the battery is hot during charging,
please stop charging at once. Use specified charger only. Never short circuit! Proper disposal of the battery is your responsibility.

3. Children under 14 years old are strictly forbidden from flying the helicopter. Please do not allow children or adults in the designated flying
area.

4. Any situations that occur during flight, that cause the rotor blades to stop spinning or that result in a serious ground strike and cause damge
to the helicopter could initiate a fire or explosion. If this type of situation occurs, IMMEDIATELY move the throttle stick to it's lowest position.

5. Before starting to fly your helicopter, press and hold the starter of the brushed speed controller for 3 seconds and wait for its red LED lighting.
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1. Because the helicopter is operated by radio control, it is important to make sure you are always using fresh and/or fully charged batteries.
Never allow the batteries to run low or you could lose control of the helicopter.

2. Do not allow any of the electrical components to get wet. Otherwise electrical damage may occur.

3. You should complete a successful range check of your radio equipment prior to each new day of flying, or prior to the first flight of a new
or repaired model.

4. If the helicopter gets dirty, don’t use any solvents to clean it. Solvents will damage the plastic and composite parts.
5. Always turn on the transmitter before plugging in the flight battery and always unplug the flight battery before turning off the transmitter.
6. Never cut the receiver antenna shorter or you could lose control of the helicopter during flight.

7. When flying the helicopter, please make sure that the transmitter antenna is completely extended and is pointed up toward the sky, not
down toward the ground.

Don't fly your helicopter in locations with these signs

Transmitter Features

7- Channel transmitter features:

1. The transmitter panel is simple to operate and the 4. The 7-channel transmitter uses LED’s to indicate the status of certain functions.

functions are easy to understand. The light blue indicates the status of the PIT parameter adjustment; the orange
2. The shape and design of the transmitter accomodates light corresponds to the throttle curve and the exponential function status; the
ergonomically to the pilot's grip. dark blue light indicates the status of the gyro sensitivity and the rudder mixing

adjustment; the purple light indicates the position of the function adjustment and
3. The 7-channel transmitter can, by selecting the correct

DIP switch, adjust the throttle curve, PIT parameter,
rudder mixing, exponential function and adjust the

gyro sensitivity. It is suitable for adjusting various the 5. Both NOR (90 degree) and CCPM (120 degree) swashplate modes are available
parameters of various RC aircraft and flight courses. to provide perfect 3D maneuvers such as rolls, inverted flight, and swoop flights.

lock, which can lock the throttle curve, PIT parameter, rudder mixing, exponential
function and the gyro sensitivity.







