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User Handbook

Specifications:

Main Rotor Diameter: 622 mm 68# Drive System: 380PF Transmitter: WK-0701

Tail Rotor Diameter: 135 mm 68#B Drive System: WK-WS-26-001 Gyro: WK-G011

Overall Length: 590 mm 68# Speed Controller: WK-B20A Battery: 11.1V 1200mAh Li-Po battery
Receiver: RX-701 68#B Speed Controller: WK-WST-30A All-up Weight: 600 ~ 635g (Battery included)

Servo: weight 9.1g / speed 0.12sec/60° (4.8V) / torque 1.1kg/cm (4.8V) / dimension 22.5X11.8X27mm
Rudd Servo: weight 6.4g / speed 0.09sec/60° (4.8V) / torque 0.6kg/cm (4.8V) / dimension 21.5X11.8X21.7mm

Features:

1) NOR collective pitch structure makes perfect 3D maneuvers such as roll, inverted, and swoop flights.

2) 68#B design of metal tail, metal swash plate and metal rotor head is of legerity, innovation, precise and stability. The autorotation
landing system, made of high quality one-way bearing, maximally protects your helicopter from damage .

3) Highly efficient bevel wheel design is used in mesh between main gear and motor gear.

4) Tail blades driven by belt provide easy adjustment, stable flight, and low noise.

5) 380 motor as the main power is powerful and makes the flight much stable of the 68#.

6) Outer-rotor motor as the main power is powerful and makes the flight much stable of the 68#B.

7) 7-ch transmitter PCM701 with adjustable PIT parameter, throttle curve, and servo exponential function.

100% READY-TO-FLY R/C HELICOPTER




INtrOAUCHION - - - 2
LA = T 1T 2
CaUt OIS —- oo 3
Transmitter Features ------------ommmmm e 3
Receiver ldentification -------- -« - rmm e 5
PIT Lock and Adjustment --------r-memomo oo 5
Gyro Sensitivity and Rudder Mixing Adjustment --------------- oo mmmmmmm e 5
Throttle Curve and Servo Exponential Function --------------omoomomoemo e 6
Battery Mounting and Adjustment ---------------ommmmmomemoe oo 6
Belt INSpection ----------rmmmrmm oo 7
Swashplate Adjustment ------------ oo 7
Main Rotor Blade Adjustment ----- - -omo oo 7
Rudder Servo Adjustment ---------------momemosmoso oo 8
Flight MOd@ --------rommomor oo 9




S8 HISEDIES;
ey 7c V7=

Introduction

Thank you for your purchase of our product. In order to fly your helicopter more easily and conveniently, we kindly recommend you to read
carefully the whole user handbook and keep it in a safe way as a reference book for maintenance and adjustment in the future.

1. The HM 68# series is not a toy. It is a complex combination of electronics, mechanics, and aerodynamics. It requires proper setup and fine
adjustment to avoid accident. We accept no liability for damage and consequent damage arising from the use of the products, because we have
no control over the way they are installed, used, and operated.

2. When charging the battery, do not overcharge. Overcharging may result in fire or explosion. When the battery is hot during charging,
please stop charging at once. Use specified charger only. Never short circuit! The battery must be properly disposed of.

3. Children under 14 years old are strictly forbidden from flying the helicopter.

4. When your helicopter is running, any causes which stop the rotor blades spinning or make collision will result in serious damage or burning.
Please immediately turn down the throttle stick at the lowest position!







